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INDUSTRIAL PLASTIC BLOWERS
AIRVENT 800P 8” INDUSTRIAL PLASTIC BLOWER CUM EXHAUST

This unit’s lightweight, corrosion, UV and chemical resistant polyethylene housing offers a superior
design with durable construction. The AIRVENT 800P delivers both positive and negative airflow.
The carry handle is molded into the blower. This compact unit features a super quiet blade fan
with protective grill. The bottom enclosure ensures safe and convenient storage of electrical
components. Designed to work separately with canister and ducting. The quick-connect clipping
system allows workers to attach canister, tools-free, to input side for powerful extraction or output
side for ventilation. This blower is ideally suited for small-medium confined spaces such as paper

mills, tank purging or utility sites.

Weight : 8 Kg. | Motor: 1/3HP | Compliance : CE

Diameter Frequency Dimensions (MM)

AIRVENT 800P 240V 2950 RPM 880 CFM 355 X 305 X 330 mm

AIRVENT 1200P 12" INDUSTRIAL PLASTIC BLOWER CUM EXHAUST

/ E L This lightweight, corrosion, uv and chemical resistant polyethylene housing offers a superior

design with durable construction. This safety blower delivers both positive and negative

airflow. The carry handle is molded into the blower. This compact unit features a super
quiet blade fan & grill. The bottom enclosure ensures safe and convenient storage of
electrical components. Designed to work separately with canister and ducting. The
quick-connect clipping system allows workers to attach canister, tools-free, to input side
for powerful extraction or output side for ventilation. This blower is ideally suited for

medium confined spaces.

Weight : 12 Kg. | Motor: 1.0HP 1 Compliance : CE

Diameter Frequency Dimensions (MM)

AIRVENT 1200p 2000RPM | 1900 CFM | 520X.400 X 500 mm

FAQ
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METAL INDUSTRIAL BLOWERS & EXHAUSTS
AIRVENT 800M 8" STANDARD METALLIC INDUSTRIAL BLOWER CUM EXHAUST

For a versatile portable ventilator with just the right amount of power, the AIRVENT 800M is ideally suited for light industrial or utility
applications. A perfect workhorse for small confined spaces, such as manholes, sewers, tunnels, basements & smoking rooms, these
compact blowers deliver maximum airflow for a safe, comfortable and controlled work environmen

Your construction, utility or maintenance crews can depend on the AIRVENT 800M to deliver a continuous flow of fresh air to blow and
exfract toxic or noxious gases.

Features:

Heavy Duty Powder Coated Armour sheet Housing construction
Equipped with /4 H.P. Motor

5 Blade Aluminium Alloy Impeller

Light Industrial & Utility purpose

Motor equipped with thermal switch for overheat protection
Equipped with four Rubber feet.

Protective guards meeting OSHA Standards.

Ducting may be attached at either flange for intake or exhaust for ventilation.
Stackable to save storage or work space area

Capability to connect up to 50 feet (15.24 m) of straight duct
Ideal for manhole applications, small confined spaces.

Weight: 8.5 Kg

AIRVENT 800M _ 240V 2800 RPM 880 CFM 350 X 265 X 355 mm

AIRVENT 1200M-EX

These portable explosion proof blowers have a durable and firm structure with good insulation, high pressure and large air volume.
They can get rid of odour and waste gas efficiently and effectively. These are ideal for welding dusts, fumes, construction areas, Oil & Gas
installations or any larger hazardous locations. ..

Features

Heavy Duty Powder Coated Armour sheet Housing construction
Equipped with % H.P Motor.

6 Blade precision balanced Aluminium Alloy Impeller

Motor equipped with thermal switch for overheat protection
Equipped with four Rubber feet.

Dynamically designed fan housing to optimizes airflow efficiency
Protective guards meeting OSHA Standards.

Ducting may be attached at either flange for intake or exhaust for ventilation.

All components are coated for greater wear resistance.

Impeller is made of heavy duty aluminium alloy & is designed for high Static pressure providing higher airflow rate
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I EXPLOSION PROOF & IDEAL FOR HAZARDQOUS ENVIRONMENTS @ c €

Weight : 17 Kg

INA%: N .
1200M.EX 240V 2800 RPM 2295 CFM | 440 X 385 X 420 mm.













